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4” Bottom Fascia System Installation Instructions

Hardware Included

TOP

SIDE

BACK

Tools Required

1. Install Bracket

2. Install Shade

Attach the brackets to the window frame, molding, wall or ceiling. Brackets are directional oriented, control side is the tongue bracket and 
end plug end is the lug bracket (picture shows a right control install). Two screws must be installed in each bracket.

Push the clutch straight into the blade of its bracket. The bottom of 
the clutch should always point straight down. Next, lower the lug of 
the end plug into the notch of its bracket. Rotate the retainer arm to 
lock the lug in position.

Self Tapping 
Screws for 
Aluminum

Wood Screws  
(If requested)

Self Tapping 
Phillips Screws for 

Tension Device

Drywall 
Anchors

BracketsMetal Stop 
Ball

1/4” Hex Head

Phillips HeadDrill

Fascia

Bracket Cover
(Optional)
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Young children can STRANGLE in cord and bead chain loops. They can also wrap cords around their necks and STRANGLE.

Warning: Failure to use this device may cause injury or death

•	 Always keep cords and bead chains out of children’s reach.
•	 Move cribs, playpens, and other furniture away from cords and bead chains. Children can climb furniture to get to cords.
•	 Attach tension device to wall or floor. This can prevent children from pulling cords and bead chains around their necks. Fasteners 

provided with the tension device may not be appropriate for all mounting surfaces. Use appropriate anchors for the mounting 
surface conditions.

6. Install the Chain Anchor
The chain anchor is a plastic piece that is attached to the chain to secure it from possible accidents. 
Position the chain anchor on the window frame so that the chain anchor and chain do not interfere with 
raising or lowering the shade. The chain anchor should be installed without stretching or pulling down on 
the chain. Leave a little play through the chain anchor to allow the chain to pass freely. Do not twist or 
cross the bead chain. Secure the anchor with Phillips screws in both upper and lower holes.

3. Shade Adjustment (If Necessary)

4. Installing the Fascia

5. Installing Metal Stop Balls to Bead Chain

Roll shade up and down to confirm bottom rail is level and material rolls up straight on center 
tube. If the bottom rail is not level, lower shade until metal tube is visible. Add layers of masking 
tape to the metal tube to the end that is too low until bottom of rail is straight. If the material 
tracks to one side, lower shade until metal tube is visible. Add layers of masking tape to the 
metal tube to the end that is opposite the direction of tracking, until shade rolls up straight.

Hook fascia to the top of the bracket and gently press fascia down 
to snap into bracket

Pull the rear chain to lower the shade to appropriately 1/4” above 
sill and attach connector or stop ball to upper most bead on front 
chain closest to the clutch. By attaching this connector or stop ball 
you will set how far the shade will lower. Pull the front chain and 
raise the shade so the bottom rail is 5” below the shade and attach a 
connector or stop ball on the back chain at upper most bead.

Masking Tape

Bottom Stop Top Stop
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4” Bottom Fascia with Back Plate Installation Instructions

Hardware Included Tools Required

1. Attaching the Back Fascia and Brackets

2. Install Bracket

TOP

3. Install Shade

Slide brackets onto Back Fascia as shown. Bottom of bracket slides 
into grove at the bottom of the Fascia and top inside top of Bracket 
to line up with attachment hole.

Attach the brackets to the ceiling. With the back plate cassette, this 
system can only be mounted to the ceiling.

Push the clutch straight into the blade of its bracket. The bottom of 
the clutch should always point straight down. Next, lower the lug of 
the end plug into the notch of its bracket. Rotate the retainer arm to 
lock the lug in position.

Self Tapping 
Screws for 
Aluminum

Wood Screws  
(If requested)

Self Tapping 
Screws for 

Tension Device

Drywall 
Anchors

Brackets

Front Notched Fascia

Back Fascia

Bracket Cover
(Optional)

Metal Stop 
Ball

1/4” Hex Head

Phillips HeadDrill
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Young children can STRANGLE in cord and bead chain loops. They can also wrap cords around their necks and STRANGLE.

Warning: Failure to use this device may cause injury or death

•	 Always keep cords and bead chains out of children’s reach.
•	 Move cribs, playpens, and other furniture away from cords and bead chains. Children can climb furniture to get to cords.
•	 Attach tension device to wall or floor. This can prevent children from pulling cords and bead chains around their necks. Fasteners 

provided with the tension device may not be appropriate for all mounting surfaces. Use appropriate anchors for the mounting 
surface conditions.

7. Install the Chain Anchor
The chain anchor is a plastic piece that is attached to the chain to secure it from possible accidents. 
Position the chain anchor on the window frame so that the chain anchor and chain do not interfere with 
raising or lowering the shade. The chain anchor should be installed without stretching or pulling down on 
the chain. Leave a little play through the chain anchor to allow the chain to pass freely. Do not twist or 
cross the bead chain. Secure the anchor with Phillips screws in both upper and lower holes.

4. Shade Adjustment (If Necessary)

5. Installing the Fascia

6. Installing Metal Stop Balls to Bead Chain

Roll shade up and down to confirm bottom rail is level and material rolls up straight on center 
tube. If the bottom rail is not level, lower shade until metal tube is visible. Add layers of masking 
tape to the metal tube to the end that is too low until bottom of rail is straight. If the material 
tracks to one side, lower shade until metal tube is visible. Add layers of masking tape to the 
metal tube to the end that is opposite the direction of tracking, until shade rolls up straight.

Hook fascia to the top of the bracket and gently press fascia down 
to snap into bracket

Pull the rear chain to lower the shade to appropriately 1/4” above 
sill and attach connector or stop ball to upper most bead on front 
chain closest to the clutch. By attaching this connector or stop ball 
you will set how far the shade will lower. Pull the front chain and 
raise the shade so the bottom rail is 5” below the shade and attach a 
connector or stop ball on the back chain at upper most bead.

Masking Tape

Bottom Stop Top Stop
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4” Bottom Fascia System (Anodized Only) Installation Instructions

Hardware Included Tools Required

1. Install Bracket

2. Install Shade

3. Shade Adjustment (If Necessary)

4. Install the Fascia

Attach the brackets to the window frame, molding, wall or ceiling. Brackets 
are universal so clutch may be mounted on either side. Two screws must be 
installed in each bracket.

Put the spring loaded pin into the round 
hole of the bracket. Keeping the pin end 
secured in it’s bracket, insert the hook 
arms on the clutch straight into the two 
hook arm receiver holes on the bracket. 
Once the two hook arms are through the 
holes, gently pull down on the clutch until 
the two hook arms have locked securely 
to the bracket. The bottom of the clutch 
should always point straight down.

Roll shade up and down to confirm bottom rail is level and material rolls up straight on center tube. If 
the bottom rail is not level, lower shade until metal tube is visible. Add layers of masking tape to the 
metal tube to the end that is too low until bottom of rail is straight. If the material tracks to one side, 
lower shade until metal tube is visible. Add layers of masking tape to the metal tube to the end that is 
opposite the direction of tracking, until shade rolls up straight.

First insert the fascia clips to 
Mounting Brackets (Fig. 1), 
then hook fascia to the top 
of the brackets and gently 
press fascia down to snap into 
Fascia Clip (Fig. 2 - next page)

Self Tapping 
Screws for 
Aluminum

Wood Screws  
(If requested)

Self Tapping 
Screws for 

Tension Device

Plastic 
Connectors

Fascia Clips
Brackets

Metal Stop 
Ball

1/4” Hex Head

Phillips HeadDrill

Masking Tape

Fig 2
Fig 1

Fig. 3 - Flat Fascia

Fig. 3 - Rounded Fascia
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5. Install Plastic Connectors or Metal Stop Ball to Bead Chain

OR

Pull the rear chain to lower the shade to 
approximately 1/4” above sill and attach 
connector or stop ball to upper most 
bead on front chain closest to the clutch. 
By attaching this connector or stop ball, 
you will set how far the shade will lower. 
Pull the front chain and raise the shades 
so the bottom rail is 5” below the shade 
and attach a connector or stop ball on 
the back chain at upper most bead

Plastic 
Bottom 

Stop
Plastic

Top Stop

Metal
Bottom 

Stop
Metal

Top Stop

Young children can STRANGLE in cord and bead chain loops. They can also wrap cords around their necks and STRANGLE.

Warning: Failure to use this device may cause injury or death

•	 Always keep cords and bead chains out of children’s reach.
•	 Move cribs, playpens, and other furniture away from cords and bead chains. Children can climb furniture to get to cords.
•	 Attach tension device to wall or floor. This can prevent children from pulling cords and bead chains around their necks. Fasteners 

provided with the tension device may not be appropriate for all mounting surfaces. Use appropriate anchors for the mounting 
surface conditions.

6. Install the Chain Anchor
The chain anchor is a plastic piece that is attached to the chain to secure it from 
possible accidents. Position the chain anchor on the window frame so that the chain 
anchor and chain do not interfere with raising or lowering the shade. The chain anchor 
should be installed without stretching or pulling down on the chain. Leave a little play 
through the chain anchor to allow the chain to pass freely. Do not twist or cross the 
bead chain. Secure the anchor with Phillips screws in both upper and lower holes.
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4” Bottom Fascia System Installation Instructions

Hardware Included Tools Required

1. Install Bracket

2. Install Shade

3. Shade Adjustment (If Necessary)

4. Install the Fascia

Attach the brackets to the window frame, molding, wall or ceiling. Brackets are 
universal so clutch may be mounted on either side. Two screws must be installed 
in each bracket.

Put the spring loaded pin into the round 
hole of the bracket. Keeping the pin end 
secured in it’s bracket, insert the hook 
arms on the clutch straight into the two 
hook arm receiver holes on the bracket. 
Once the two hook arms are through the 
holes, gently pull down on the clutch until 
the two hook arms have locked securely 
to the bracket. The bottom of the clutch 
should always point straight down.

Roll shade up and down to confirm bottom rail is level and material rolls up straight on center tube. If 
the bottom rail is not level, lower shade until metal tube is visible. Add layers of masking tape to the 
metal tube to the end that is too low until bottom of rail is straight. If the material tracks to one side, 
lower shade until metal tube is visible. Add layers of masking tape to the metal tube to the end that is 
opposite the direction of tracking, until shade rolls up straight.

Place the top hanger arm of the fascia 
into the corner openings of the brackets 
on the 4 inch side (Fig. 1). Gently push 
the hooked bottom onto the bracket (Fig. 
2) insuring each side locked.

Self Tapping 
Screws for 
Aluminum

Wood Screws  
(If requested)

Self Tapping 
Screws for 

Tension Device Brackets

Plastic 
Connectors

Metal Stop 
Ball

1/4” Hex Head

Phillips Head

Drill

Masking Tape

Fig. 1 - Flat Fascia Fig. 1 - Rounded Fascia

Fig. 2 - Flat FasciaF ig. 2 - Rounded Fascia
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5. Install Plastic Connectors or Metal Stop Ball to Bead Chain

OR

Pull the rear chain to lower the shade to 
approximately 1/4” above sill and attach 
connector or stop ball to upper most 
bead on front chain closest to the clutch. 
By attaching this connector or stop ball, 
you will set how far the shade will lower. 
Pull the front chain and raise the shades 
so the bottom rail is 5” below the shade 
and attach a connector or stop ball on 
the back chain at upper most bead

Plastic 
Bottom 

Stop
Plastic

Top Stop

Metal
Bottom 

Stop
Metal

Top Stop

Young children can STRANGLE in cord and bead chain loops. They can also wrap cords around their necks and STRANGLE.

Warning: Failure to use this device may cause injury or death

•	 Always keep cords and bead chains out of children’s reach.
•	 Move cribs, playpens, and other furniture away from cords and bead chains. Children can climb furniture to get to cords.
•	 Attach tension device to wall or floor. This can prevent children from pulling cords and bead chains around their necks. Fasteners 

provided with the tension device may not be appropriate for all mounting surfaces. Use appropriate anchors for the mounting 
surface conditions.

6. Install the Chain Anchor
The chain anchor is a plastic piece that is attached to the chain to secure it from 
possible accidents. Position the chain anchor on the window frame so that the chain 
anchor and chain do not interfere with raising or lowering the shade. The chain anchor 
should be installed without stretching or pulling down on the chain. Leave a little play 
through the chain anchor to allow the chain to pass freely. Do not twist or cross the 
bead chain. Secure the anchor with Phillips screws in both upper and lower holes.
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4” Fascia 110 Volt Motorized System (Linked) Installation Instructions

Hardware Included Tools  
Required

Tools  
Supplied

1. Install Bracket

*Pro Tip*

BACK

Install star head motor bracket. Install all single bearing link brackets. Then, install double bearing pin end bracket. Make sure ALL brackets 
are level.

All pin ends & links are retractable to rotate, 
simply follow instructions on pin end or link. 
Wrench provided for your convenience.

Note: Brackets may not be rotated for side mount
Note: If screws do not secure into stud, use supplied drywall anchors.
Note: Must be at least two screws in every bracket

¼” x ⅝” Self 
Tapping Screws

¼” x 1” Wood Screws  
(If requested)

Drywall Anchors

Wire Tie Kit

1/4” Hex Head

Phillips Head

Drill

Motor Bracket

Motor 
Ring

Remote Repeater Wall Switch Wall Switch Fascia
Bracket Cover

(Optional) (Optional) (Optional) (Optional)
(Optional)

Single Bearing 
Link Bracket

Double Bearing 
Pin End Bracket

Idler Adjustment
Wrench

 

ROTATE USING
ADJUSTMENT 
WRENCH TO RELEASE

Shade 1

Shade 2

Shade 3

STOP

TOP
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2. Dry Fit the Shades

3. Install the Motorized Shades

A B C

D

Lay out all of the linked shades in a clean area and hand roll fabric 
tight. Dry-fit the shades together and adjust couplers to ensure 
hembars or bottom rails align.

LOCATE ADJUSTMENT SLEEVE SLIDE OUTER SLEEVE AWAY FROM THE PIN END

ROTATE TO ALIGN FABRIC

COMPRESS 
LINK

Insert the star end of the motor into the bracket (A). Rotate female link to retract pin (B). Insert female link into link bracket and release pin 
using adjustment wrench to release (C). Slide the locking ring up through the grooves of the motor bracket and motor (D).

How the couplers attach inside the brackets

Note: Hembar or bottom rail must be aligned now 
and cannot easily aligned after shade is installed

*Male will always be the one adjusting
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4. Plug in Motor

5. Plug in Motor

6. Plug in Motor

Retract male link. Insert the male link into the installed female link (E) 
of the previous shade section and release pin. Rotate the female link 
using adjustment wrench, to retract pin. Insert female link into the next 
link bracket (F) and release pin using adjustment wrench. Continue 
this method of attaching linked shades until all sections are attached, 
except the last section containing the pin end.

Retract male link. Insert the male link into the installed female link (G) of the previous shade section and release pin. Retract the pin end (H). 
Insert pin into pin end bracket (I). Release pin end using adjustment wrench to release (J).

Use a level to make sure all shades are level. If the shade is not level after installation, the 
intermediate and pin end brackets can be adjusted. Inside each bracket is an Allen wrench 
(K). Use Allen wrench to raise or lower the shade to level the tubes (L). Do not over tighten or 
loosen the screw. If adjustable bracket does not fix all tracking, refer to step 7.

Note: Adjust shades starting at motor shade and working towards the pin end shade.

G

H I J

K

L
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7. Shade Tracking (If Necessary)

7. Shade Tracking (If Necessary)

8. Install the Fascia

Roll shade up and down to confirm hembar or bottom rail is level and material rolls 
straight on center tube. If the hembar or bottom rail is not level, lower shade until you 
see the metal tube. Add  layers of masking tape to the metal tube to the end that is 
too low until hembar or bottom rail is straight. If the material tracks to one side, lower 
shade until the metal tube is visible. Add layers of masking tape to the metal tube to 
the end that is opposite the direction of tracking, until shade rolls up straight.

Note1: If using same outlet for multiple motors, the plug may need 
to be rotated by loosening the middle screw of the plug and rotate to 
desired position. Then, tighten screw.
Note2: If you need to shorten the power cord, loosen cord clamp 
screws. Loosen face screw and separate units. Do not remove 
screws. Cut cord to desired length. Prepare cord by removing the 
outer jacket 1 5/8””. Strip bare each conductor 3/8” strands. Connect 
green (ground) wire under terminal clamp with green screw. Connect 
white (neutral) wire under terminal clamp with silver screw, and 
black (hot) wire under terminal with brass screw.
Reassemble device by aligning to desired position. Tighten face 
screw. Tighten cord clamp securely, making sure that cord jacket is 
being clamped uniformly while securing clamp.
WARNING: Failure to wire as instructed may cause personal injury 
or damage to device or equipment.

Run motor power cord to nearest power outlet. Install wire tie pads and secure with zip ties to hold wire down. The path of the wire should be 
parallel with mullions and/or drop ceiling tiles ensuring the cable is neatly organized.

Place the top hanger arm of the fascia into the corner openings of the brackets on the 4 inch side (Fig. 1). Gently push the hooked bottom 
onto the bracket (Fig. 2) insuring each side is locked.

Note: No cord should be cut shorter than 18”

Fig. 1 - Fascia Fig. 2 - Fascia

Bracket 
Cover

(Optional)
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4” Fascia 110 Volt Motorized System (Single) Installation Instructions

Hardware Included Tools  
Required

Tools  
Supplied

1. Install Bracket

*Pro Tip*

BACK

Install star head motor bracket. Then, install double bearing pin end bracket. Make sure ALL brackets are level.

All pin ends & links are retractable to rotate, 
simply follow instructions on pin end or link. 
Wrench provided for your convenience.

Note: Brackets may not be rotated for side mount
Note: If screws do not secure into stud, use supplied drywall anchors.
Note: Must be at least two screws in every bracket

¼” x ⅝” Self 
Tapping Screws

¼” x 1” 
Wood Screws  
(If requested)

Drywall Anchors

Wire Tie Kit

1/4” Hex Head

Phillips Head

Drill

Motor Bracket

Motor 
Ring

Remote Repeater Wall Switch Wall Switch Fascia

Bracket Cover

(Optional) (Optional) (Optional) (Optional)

(Optional)

Double Bearing 
Pin End Bracket

Idler Adjustment
Wrench

 

ROTATE USING
ADJUSTMENT 
WRENCH TO RELEASE

Shade 1

Shade 2

Shade 3

STOP

TOP SIDE
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2. Install Single Shade

A B C

D

Insert the star end of the motor into the bracket (A). Rotate pin end (B) to retract pin (C). Insert pin into bracket and release pin with 
adjustment wrench (D). Slide the locking ring up through the grooves of the motor bracket and motor (E).

3. Shade Leveling (If Necessary
Use a level to make sure all shades are level. If the shade is not level after installation, the pin 
end brackets can be adjusted. Inside each bracket is an Allen wrench (F). Use Allen wrench 
to raise or lower the shade to level the tubes (G). Do not over tighten or loosen the screw.  If 
adjustable bracket does not fix all tracking, refer to step 5.

F

G
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5. Shade Tracking (If Necessary)

4. Plug in Motor

6. Install the Fascia

Roll shade up and down to confirm hembar or bottom rail is level and material rolls 
straight on center tube. If the hembar or bottom rail is not level, lower shade until you 
see the metal tube. Add  layers of masking tape to the metal tube to the end that is 
too low until hembar or bottom rail is straight. If the material tracks to one side, lower 
shade until the metal tube is visible. Add layers of masking tape to the metal tube to 
the end that is opposite the direction of tracking, until shade rolls up straight.

Note1: If using same outlet for multiple motors, the plug may need 
to be rotated by loosening the middle screw of the plug and rotate to 
desired position. Then, tighten screw.
Note2: If you need to shorten the power cord, loosen cord clamp 
screws. Loosen face screw and separate units. Do not remove 
screws. Cut cord to desired length. Prepare cord by removing the 
outer jacket 1 5/8””. Strip bare each conductor 3/8” strands. Connect 
green (ground) wire under terminal clamp with green screw. Connect 
white (neutral) wire under terminal clamp with silver screw, and 
black (hot) wire under terminal with brass screw.
Reassemble device by aligning to desired position. Tighten face 
screw. Tighten cord clamp securely, making sure that cord jacket is 
being clamped uniformly while securing clamp.
WARNING: Failure to wire as instructed may cause personal injury 
or damage to device or equipment.

Run motor power cord to nearest power outlet. Install wire tie pads and secure with zip ties to hold wire down. The path of the wire should be 
parallel with mullions and/or drop ceiling tiles ensuring the cable is neatly organized.

Place the top hanger arm of the fascia into the corner openings of the brackets on the 4 inch side (Fig. 1). Gently push the hooked bottom 
onto the bracket (Fig. 2) insuring each side is locked.

Note: No cord should be cut shorter than 18”

Fig. 1 - Fascia Fig. 2 - Fascia

Bracket 
Cover

(Optional)
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4” Fascia R Series Motorized Linked Shades Installation Instructions

Hardware Included Tools  
Required

Tools  
Supplied

1. Install Bracket

*Pro Tip*

TOP

BACK

 Install motor bracket. Install all single bearing link brackets. Then, install pin end termination bracket. Make sure ALL brackets are level.

All pin ends & links are retractable to rotate, 
simply follow instructions on pin end or link. 
Wrench provided for your convenience.

Note: Brackets may not be rotated for side mount
Note: If screws do not secure into stud, use supplied drywall anchors.
Note: Must be at least two screws in every bracket

¼” x ⅝” Self 
Tapping Screws

¼” x 1” Wood 
Screws  

(If requested)

Drywall Anchors

Wire Tie Kit

1/4” Hex Head

Phillips Head

Drill

Motor Bracket

Remote Wall Switch Fascia Bracket Cover
(Optional) (Optional) (Optional)

Single Bearing 
Link Bracket(s)

Pin End Termination 
Bracket

Idler Adjustment
Wrench

 

ROTATE USING
ADJUSTMENT 
WRENCH TO RELEASE
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2. Install the Motor Shade

4. Install the Pin End Shade

5. Shade Leveling - if Necessary in Link Bracket(s)

3. Linking the Shades

Insert the cross end of the motor into the bracket (A). Rotate gear pin to retract pin (B). Insert gear pin into link bracket and release pin using 
adjustment wrench to release (C). 

Retract gear pin (F). Insert the basic pin end into the pin end termination bracket (G).  Insert gear pin into previous link bracket, make sure 
the bottoms of all shades align and release gear pin using adjustment wrench to release (H).

Use a level to make sure all shades are level. If the shade is not level after installation, the link bracket(s) can be adjusted. Inside each 
bracket is an allen wrench (I). Use allen wrench to raise or lower the shade to level the tubes (J). Do not over tighten or loosen the 
screw. If adjustable bracket does not fix all tracking, refer to step 7.

Retract both gear pins. Insert the gear pin into the installed link bracket (E) of the next 
shade section and release pin. Insert left gear pin into the previous link bracket (D), 
make sure the bottoms of all shades align and release pin using adjustment wrench. 
Continue this method of attaching linked shades until all sections are attached, except 
the last section containing the pin end.

Skip step #3 if there is only one linked shade

Note: Adjust shades starting at motor shade and working towards the pin end shade

Make sure the bottoms of all shades align

Make sure the bottoms of all shades align

Compress 
Link

Compress 
Link
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6. Plug in Motor

7. Shade Tracking (If Necessary)

8. Install the Fascia

Run motor power cord to nearest power outlet. Install wire tie pads and secure with zip ties to hold wire down. The path of the wire
should be parallel with mullions and/or drop ceiling tiles ensuring the cable is neatly organized.

Roll shade up and down to confirm hembar or bottom rail is level 
and material rolls straight on center tube. If the hembar or bottom 
rail is not level, lower shade until you see the metal tube. Add  
layers of masking tape to the metal tube to the end that is too 
low until hembar or bottom rail is straight. If the material tracks to 
one side, lower shade until the metal tube is visible. Add layers 
of masking tape to the metal tube to the end that is opposite the 
direction of tracking, until shade rolls up straight.

Place the top hanger arm of the fascia into the corner openings of the brackets on the 4 inch side (Fig. 1). Gently push the hooked bottom 
onto the bracket (Fig. 2) insuring each side is locked.

Fig 1 Fig 2

Note1: If using same outlet for multiple motors, the plug may need 
to be rotated by loosening the middle screw of the plug and
rotate to desired position. Then, tighten screw.
Note2: If you need to shorten the power cord, loosen cord clamp 
screws. Loosen face screw and separate units. Do not remove 
screws. Cut cord to desired length. Prepare cord by removing the 
outer jacket 1 ⅝”. Strip bare each conductor ⅜” strands. Connect
green (ground) wire under terminal clamp with green screw. Con-
nect white (neutral) wire under terminal clamp with silver screw, 
and black (hot) wire under terminal with brass screw. Reassemble 
device by aligning to desired position. Tighten face screw. Tighten 
cord clamp securely, making sure that cord jacket is being clamped 
uniformly while securing clamp.
WARNING: Failure to wire as instructed may cause personal injury 
or damage to device or equipment.

Note: No cord should be cut shorter than 18”
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4” Fascia R Series Motorized Single Shade Installation Instructions

Hardware Included Tools  
Required

Tools  
Supplied

1. Install Bracket

*Pro Tip*

TOP

SIDE

BACK

 Install motor bracket. Install all single bearing link brackets. Then, install pin end termination bracket. Make sure ALL brackets are level.

All pin ends & links are retractable to rotate, 
simply follow instructions on pin end or link. 
Wrench provided for your convenience.

Note: Brackets may be rotated for side mount
Note: If screws do not secure into stud, use supplied drywall anchors.
Note: Must be at least two screws in every bracket

¼” x ⅝” Self 
Tapping Screws

¼” x 1” Wood 
Screws  

(If requested)

Drywall Anchors

Wire Tie Kit

1/4” Hex Head

Phillips Head

Drill

Motor Bracket

Remote Wall Switch Fascia Bracket Cover
(Optional) (Optional) (Optional)

Pin End Termination 
Bracket

Idler Adjustment
Wrench

 

ROTATE USING
ADJUSTMENT 
WRENCH TO RELEASE
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2. Install the Shade
Insert the cross end of the motor into the bracket (A). Insert the basic pin end into the pin end termination bracket (B). Insert gear pin into 
link bracket and release pin using adjustment wrench to release (C). 

3. Plug in Motor

4. Shade Tracking (If Necessary)

Run motor power cord to nearest power outlet. Install wire tie pads and secure with zip ties to hold wire down. The path of the wire
should be parallel with mullions and/or drop ceiling tiles ensuring the cable is neatly organized.

Roll shade up and down to confirm hembar or bottom rail is level 
and material rolls straight on center tube. If the hembar or bottom 
rail is not level, lower shade until you see the metal tube. Add  
layers of masking tape to the metal tube to the end that is too 
low until hembar or bottom rail is straight. If the material tracks to 
one side, lower shade until the metal tube is visible. Add layers 
of masking tape to the metal tube to the end that is opposite the 
direction of tracking, until shade rolls up straight.

Note1: If using same outlet for multiple motors, the plug may need 
to be rotated by loosening the middle screw of the plug and
rotate to desired position. Then, tighten screw.
Note2: If you need to shorten the power cord, loosen cord clamp 
screws. Loosen face screw and separate units. Do not remove 
screws. Cut cord to desired length. Prepare cord by removing the 
outer jacket 1 ⅝”. Strip bare each conductor ⅜” strands. Connect
green (ground) wire under terminal clamp with green screw. Con-
nect white (neutral) wire under terminal clamp with silver screw, 
and black (hot) wire under terminal with brass screw. Reassemble 
device by aligning to desired position. Tighten face screw. Tighten 
cord clamp securely, making sure that cord jacket is being clamped 
uniformly while securing clamp.
WARNING: Failure to wire as instructed may cause personal injury 
or damage to device or equipment.

Note: No cord should be cut shorter than 18”
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